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AS A MANUFACTURER OF CONSTRUCTION PRODUCTS, SIKA CANADA INC. (SIKA) PROVIDES GENERIC DETAILS AS A GENERAL GUIDE FOR INFORMATION PURPOSES ONLY. SIKA MAY REVIEW DETAILS PREPARED BY THE CONSULTANT, ARCHITECT, ENGINEER AND/OR DESIGN PROFESSIONAL FOR A
PROJECT SOLELY FOR THE PURPOSE OF DETERMINING IF A SIKA WARRANY MAY BE ISSUED FOR THE PROJECT. THE GENERIC DETAILS AND/OR REVIEW OF DETIALS ARE NOT CONSTRUED AS APPROVAL OF DETAILS BY SIKA AND IS NOT BEING CONDUCTED IN LIEU OF SOUND CONSULTANT, ARCHITECT,
ENGINEER AND/OR DESIGN PROFESSIONAL PRACTICES AND JUDGEMENT AND SHOULD NOT BE RELIED UPON FOR THAT PURPOSE. SIKA ASSUMES NO LIABILITY WITH RESPECT TO THE DESIGN OF THE ROOFING SYSTEM. THE CONSULTANT, ARCHITECT, ENGINEER AND/OR DESIGN PROFESSIONAL FOR
A PARTICULAR PROJECT BEARS THE SOLE RESPONSIBILITY FOR THE DESIGN OF THE SYSTEM. FOR THE PREPARATION AND APPROVAL OF THE PROJECT SPECIFICATIONS, DETAILS, SHOP DRAWINGS AND FOR DETERMINING THEIR SUITABILITY FOR A PARTICULAR PROJECT OR APPLICATION. WHILE SIKA
PROVIDES GENERAL INSTRUCTION FOR THE INSTALLATION OF ITS MATERIALS, AS WELL AS TRAINING FOR SIKA AUTHORISED APPLICATORS, THE MEANS AND METHODS USED BY THE CONTRACTOR FOR MATERIAL STORAGE, SUBSTRATE EVALUATION, SURFACE PREPARATION, AND THE INSTALLATION
OF BOTH SIKA AND NON SIKA MATERIALS ARE THE RESPONISBILITY OF THE CONTRACTOR. THE CONTRACTOR MUST ALWAYS READ AND FOLLOW THE WARNINGS AND INSTRUCTIONS OF SIKA PRODUCT LABELS, TECHNICAL DATA SHEETS, AND MATERIAL SAFETY DATA SHEETS. ALL SALE OF SIKA
PRODUCTS AND SERVICES ARE SUBJECT TO SIKA'S TERMS AND CONDITIONS OF SALE AVAILABLE AT WWW.CAN.SIKA.COM.

HYDROTECH CAN GR-1A05/23

TYPICAL GARDEN ROOF EXTENSIVE
ASSEMBLY WITH GARDENDRAIN GR10

STYROFOAM INSULATION; THICKNESS AS
SPECIFIED

SEE DETAIL GR-0A FOR APPROPRIATE
PROTECTION COURSE/ROOT BARRIER OPTIONS

MONOLITHIC MEMBRANE 6125-FR (MM6125-FR)

GARDENDRAIN GR10 - INSTALL WHITE FABRIC
SIDE UP. OVERLAP TOP FABRIC SELVAGE
EDGE OF ROLL AS REQUIRED BY HYDROTECH.

NOTES:
1. GARDENDRAIN GR10 IS A ROLLED PRODUCT WITH INTEGRAL FLEECE FABRICS BONDED TO THE TOP AND

BOTTOM  SURFACES.  OVERLAP SELVAGE EDGE OF FLEECE OVER ADJACENT GARDENDRAIN SURFACES
TO FORM CONTINUOUS FLEECE SURFACE.

2. WHEN USING GARDENDRAIN GR10, LITETOP FILTER IS REQUIRED AT HORIZONTAL TO VERTICAL
TRANSITIONS SUCH AS EDGINGS, CONCRETE CURBS, ROOF PENETRATIONS, OR OTHER SIMILAR
TRANSITIONS.  CONTACT HYDROTECH FOR FURTHER INFORMATION.

3. REFER TO APPLICABLE MM6125-FR ROOFING OR WATERPROOFING GUIDELINE DETAILS FOR PROPER
MEMBRANE/FLASHING DETAILS AND ALTERNATIVES.

APPROVED SUBSTRATE

EXTENSIVE PLANT MATERIALS
- INSTAGREEN CARPET OR TILE, HERBACEOUS
PERENNIALS, ETC. (PERENNIAL PLUGS CAN BE
INTERPLANTED INTO INSTAGREEN CARPET OR
TILE)

LITETOP GROWING MEDIA - DEPTH AS
SPECIFIED (SEE NOTES BELOW)

20 MM ABOVE FINISHED LITETOP LEVEL

GARDENEDGE METAL EDGE RESTRAINT
HYDROTECH RECOMMENDS PLACEMENT
UNDER GARDENDRAIN GR10 TO PROVIDE
SUPPORT FOR GARDENEDGE.

LITETOP FILTER - INSTALL UP FACE OF EDGING
AND OVERLAP ON GARDENDRAIN GR10

VEGETATION FREE ZONE
STONE BALLAST, PAVERS OR
OTHER APPROVED COVERING
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